Model CAT-2050A CAT-2075A CAT-2010A CAT-2010ALFC CAT-4610S CAT-4610AC | CAT-4610ALFC CAT-5510A CAT-5510SE CAT-6010LFC CAT-8010 CAT-8010SPC
Motor
Motor Size 1/2 Hp 3/4 Hp 1.0Hp 1.0Hp 1.0Hp 1.0Hp 1.0Hp 1.0Hp 1.0Hp 1.0 Hp 1.0 Hp 1.0 Hp
Volts 110 110 110 110 110 110 110 110 110 110 110 110
Amps 3.6 4.5 8.5 7.6 8.5 8.5 8.5 8.5 8.5 7.6 8.5 7.6
Decibels 56 58 60 60 60 60 60 60 60 60 60 40
Pump
Lubrication Qil Free Oil Free Oil Free Oil Free Oil Free Oil Free Oil Free Oil Free Oil Free Oil Free Oil Free Oil Free
Pump Type Dual Piston Dual Piston Dual Piston Dual Piston Dual Piston Dual Piston Dual Piston Dual Piston Dual Piston Dual Piston Dual Piston Dual Piston
Wear 3000 hrs. 3000 hrs. 3000 hrs. 4000 hrs. 3000 hrs. 3000 hrs. 4000 hrs. 3000 hrs. 3000 hrs. 4000 hrs. 3000 hrs. 4000 hrs.
Tank
Gallon Size 2 2 2 2 4.6 4.6 4.6 5.5 5.5 6 8 8
Tank Type Hotdoa Hotdoa Hotdoa Hotdoa Twin Tank Twin Tank Twin Tank Horizontal Horizontal Horizontal Horizontal Vertical
Tank Material Aluminum Aluminum Aluminum Aluminum Steel Aluminum Aluminum Aluminum Steel Steel Steel Steel / Epoxy Coated
Maximum PSI 120 120 120 120 120 120 120 120 120 120 120 115
CFM @ 40 PSI 1.9 2.4 3.1 4 3.1 3.1 4 3.1 3.1 4 3 4
CFM @ 90 PSI 11 15 2.2 3 2.2 2.2 3 2.2 2.2 3 2.2 3
Dimensions
Weiaht 311bs 321bs 35 1bs 35 1bs 62 Ibs 455 Ibs 455 Ibs 37.51bs 50 Ibs 54 Ibs 54 Ibs 125 Ibs
Size L 18.5"x W 14"x H 13.5" L 185"x W 14"x H 13.5" L 185"x W 14"x H 13.5" L 18.5"x W 14"x H 13.5" L17"x W 17"x H 20" L17"x W 17"x H 20" L17"x W 17"x H 20" L 255"x W 11.5"x H 21.0" L 255"x W 11.5"x H 21.0" L26"xW 115" x H21" L 26" x W 14" x H 23" L 21" x W 20" x H 32"
Warranty
Months 12 12 12 12 12 12 12 12 12 12 12 18




